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STEEL DOOR



Tycoon Global delivers advanced exterior steel door solutions through precision 

engineering and strategic technical sourcing. We provide comprehensive project 

consultation, performance optimization, and engineered products that meet 

demanding architectural and security specifications for commercial and residential 

applications.

As a leader in materials engineering and technical procurement, we continuously 

implement cutting-edge innovations in exterior door technology. Our rigorous 

performance testing, advanced metallurgical processes, and precision 

manufacturing standards ensure superior durability, thermal efficiency, and security 

performance.

Our product portfolio features two primary collections: the Heritage Series with 

classical designs and proven performance characteristics, and the Contemporary 

Collection incorporating advanced materials science and modern architectural 

compatibility. Each product line meets or exceeds industry standards for weather 

resistance, structural integrity, and operational longevity.

Our integrated approach combines advanced materials sourcing, precision 

engineering, and consultative support to consistently exceed performance 

expectations and project specifications.

Engineering Excellence in Exterior Steel Door Solutions

Advanced Polytex-Coated Steel Door Systems: Technical Performance 

Specifications

Superior Material Engineering

Enhanced Corrosion Protection ς Advanced Polytex polymer matrix creates an 

impermeable barrier against electrochemical corrosion, oxidation, and galvanic 

deterioration. Engineered for extended service life in both controlled interior 

environments and demanding exterior applications with superior salt spray and 

humidity resistance.

Environmental Durability ς Comprehensive weatherization performance including 

moisture infiltration resistance, UV stability with minimal color degradation, and 

thermal cycling endurance across extreme temperature ranges. Validated for 

reduced maintenance intervals and extended operational lifespan.

Impact & Abrasion Resistance ς High-performance polymer coating delivers 

exceptional resistance to mechanical damage, surface abrasion, and impact 

deformation. Engineered coating thickness provides structural protection while 

maintaining optimal surface integrity under demanding use conditions.

Architectural Integration ς Extensive color palette and surface texture options 

enable seamless integration with diverse architectural specifications. Available in 

matte, satin, and textured finishes with consistent color matching and fade 

resistance for long-term aesthetic performance.



Discover the Elegance and Durability of Tycoon Global Exterior Steel Doors

Transform Your Home's Entrance

Flush Door Slab Systems with Advanced Glazing Integration
Modern flush door architecture designed for seamless integration with structural glazing. 
Engineered core construction ensures stability and compatibility with advanced glazing 
systems without sacrificing thermal or structural performance.
Technical Integration
ÅCustomizable configurations to suit architectural needs
ÅTested for air, water, and structural performance to meet building and energy codes
ÅWe offer a full range of IGUs in all sizes and glass types.



EXTERIOR STEEL DOORS

Steel doors with Polytex coating are known for their superior durability, resistance to 

environmental factors, and enhanced aesthetic appeal. Polytex is a high-performance 

polymer coating applied to steel surfaces to provide long-lasting protection against 

corrosion, scratches, and fading.

Six Panel Door Slab Systems with Advanced Glazing Integration



STEEL DOORS POLYTEX COATED

Six Panel Door Slab Systems with Advanced Glazing Integration



Tri-Panel Arc Door:

A sleek, curved design featuring three 

elegant panelsñblending modern style 

with timeless appeal. Ideal for 

contemporary spaces seeking a 

refined architectural touch.

3 PANNELS STEEL EXTERIOR DOOR

Tri-Panel Arc Door Slab Systems with Advanced Glazing Integration.  



STEEL EXTERIOR DOOR

Three Panel Door Slab Systems with Advanced Glazing Integration



POLYESTER EXTERIOR DOOR

Square-Accent Panel Door Door Slab Systems with Advanced 
Glazing Integration

Square-Accent Panel Door:

A stylish two-panel door featuring a 

bold square lower panel that adds a 

modern touch to classic design. 

Perfect for contemporary interiors 

seeking a clean, balanced aesthetic 

with subtle architectural detail.



POLYESTER EXTERIOR DOOR

Two Panel Parisian Door Slab Systems with Advanced Glazing Integration



STEEL EXTERIOR DOOR

Triple Square Panel Door Slab Systems with Advanced Glazing Integration



STEEL EXTERIOR DOOR

Four-Panel Rectangle Door Slab Systems with Advanced Glazing 
Integration



POLYESTER EXTERIOR DOOR

Two  Panel Craft Door Slab Systems with Advanced Glazing Integration.



STEEL EXTERIOR DOOR

Three  Panels  Classical Door Slab Systems with Advanced 

Glazing Integration. 



POLYESTER EXTERIOR DOOR

Streamlined Door Slab Systems



POLYESTER EXTERIOR DOOR

Avant-garde Slab Systems



STEEL ENTRY DOOR SYSTEM – TECHNICAL CROSS-SECTION  

MATERIALS:

      24-26 Gauge Steel Outer Skin

      Polyurethane Foam Core

      Finger-Jointed Wood Stiles

Galvanized Steel Inner Skin

Embossed Panel Surface

STEEL STRIK

REINFORCEME

NT

FINGER-JOINTED

WOOD STILE

24-26 GGAUGE STEEL

HOT-DIP GALVANIZED

HIGH -DENSITY

POLYURETHANE FOAM

R-15 TO R -20

500mm OVERALL WIDTH

TECHNICAL SPECIFICATIONS

ÅSteel:  ASTM A1008 Cold-Rolled

ÅGalvanizing:  ASTM A653 G90

ÅThermal:  R-15 to R-20 Rating

ÅStructure:  ASTM E330 Compliant

ÅFinish: Factory Applied Polyester

ÅCore:  CFC-Free Polyurethane

ÅWood:  Pressure Treated Lumber



A comprehensive door system encompasses all requisite 
components and hardware necessary for the complete assembly 
and installation of high-quality doors and glazing solutions.

Engineered with premium 24ς26-gauge steel sheeting, our entry 
door systems showcase smooth surface profiles complemented by 
high-definition embossed panel detailing. Our steel entry solutions 
combine refined aesthetics with robust performance 
characteristics. Enhanced steel edge construction options provide 
additional structural reinforcement and extended service life. Our 
factory pre-painted steel facing systems ensure uniform finish 
consistency and enduring performance standards.

Engineered Wood Lock
Reinforcement

TECHNICAL CROSS-SECTION  



TECHNICAL CROSS-SECTION  

Insulation System: 
High-density polyurethane foam 
core (alternative: monolithic 
polystyrene foam) Exterior 
Cladding: Hot-dip galvanized steel 
skin application Structural 
Components: Finger-jointed solid 
wood hinge stile and lock stile 
assemblies



Door Component Materials - PVC & Vinyl Wrap Options

Brick Mould: Exterior trim piece that covers the gap between door frame and wall opening. Available in PVC for weather resistance 
and vinyl wrap for wood-look aesthetics with low maintenance.
Jambs: Vertical frame members that form the door opening sides and top. PVC jambs offer superior moisture resistance, while vinyl-
wrapped options provide wood appearance without rotting or warping.

Benefits: Both PVC and vinyl wrap options eliminate painting requirements, resist moisture damage, and maintain 
consistent appearance over time. PVC offers maximum durability, while vinyl wrap combines durability with traditional 
wood aesthetics.

Mulls: Center posts used between multiple door units in side-
by-side installations. PVC mulls ensure structural integrity in 
weather exposure; vinyl wrap versions maintain consistent 
wood grain appearance across the entire door system.

Astragal: Vertical sealing strip where double doors meet in the 
center. PVC astragals provide weatherproof sealing, while vinyl-
wrapped versions integrate seamlessly with wood-look door 
aesthetics.



Features & Benefits

Á High-Performance Insulation
Environmentally friendly polyurethane foam core delivers double the 
R-value of standard polystyrene.

Á Cost-Effective Option
Available with a one-piece polystyrene core for an economical 
alternative.

Á Built to Last
Rot-resistant top and bottom rails offer enhanced durability and 
moisture resistance.

Á Enhanced Security
Solid wood lock block provides reinforced strength for lock hardware.

Á Long-Term Assurance

Á 10-year limited warranty on door systems

Á 15-year limited finish warranty on pre-painted steel skin

Á Premium Steel Construction
24ς26-gauge steel skin with a smooth, pre-finished white paint 
for a clean, modern look.



Fixed Grilles

Description:
Fixed grilles are seamlessly molded into the lite frame on both 
the interior and exterior sides of tempered glass. This 
integrated design delivers a timeless grille appearance while 
maintaining the integrity and energy efficiency of the glass 
unit. Ideal for traditional or transitional aesthetics, fixed grilles 
offer the charm of divided lites with the convenience of a 
single, easy-to-clean surface.

Key Features:
ÅFactory-molded into interior and exterior lite frames
ÅCompatible with most standard door and side lite glass 
options
ÅLow-maintenance with no loose or removable parts
ÅPreserves energy performance of IGUs
ÅAvailable in a variety of patterns and finishes

Grille Pattern Options:
ÅColonial (Standard 4/6/9 lite)
ÅPrairie
ÅDiamond
ÅCustom layouts available upon request

Color & Finish Options:
ÅWhite
ÅBlack
ÅSandstone
ÅBronze
ÅCustom color matching available for 
volume orders

Technical Specifications:
ÅInstalled with dual-pane tempered 
safety glass
ÅMeets or exceeds relevant building 
codes and thermal standards
ÅCompatible with clear, Low-E, 
frosted, or decorative glass units
ÅAvailable in standard and custom 
sizes



Blinds Between Insulated Glass

Internal blinds provide privacy and convenience by 

being enclosed between two glass panes. With a 

single-hand operation, you can easily open, close, and 

tilt the blinds to control your desired level of privacy 

and light.



Contemporary Door Styles, Glass size is: 8*6



Contemporary Door Styles, Glass size is: 8*6



SPECIFICATIONS DOOR /STEEL

Overall Thickness 1 3/4"

Standard Height(s) Available 79" 83" 95"

Standard Steel Gauge
24 Gauge Steel with 40Kg/M2 in the surround, 

35Kg/M2 in the center

24 Gauge Steel with 40Kg/M2 in the 

surround, 35Kg/M2 in the center

24 Gauge Steel with 40Kg/M2 in the 

surround, 35Kg/M2 in the center

Hot dipped galvanized G-40 G-40 G-40

Finish and colour polytex̓  blue white (60428CE) Polytex̓  blue white (60428CE) Polytex̓  blue white (60428CE)

WOOD COMPONENTS WOOD COMPONENTS WOOD COMPONENTS

Hinge stile (Protruding beyond Steel edge by .170"  (4.4mm)
2005.6mm(height),29mm(width)and 

43mm(thickness)

2107.20mm(height),29mm(width)and 

43mm(thickness)

2412mm(height),29mm(width)and 

43mm(thickness)

Handle stile (Protruding beyond Steel edge by .063"  (1.6mm)
2005.6mm(height),29mm(width)and 

43mm(thickness)

2107.20mm(height),29mm(width)and 

43mm(thickness)

2412mm(height),29mm(width)and 

43mm(thickness)

Top and bottom rails

Top:29mm (Width) and 43mm(Thickness)
Top:29mm (Width) and 

43mm(Thickness)

Top:29mm (Width) and 

43mm(Thickness)

Bottom : 20mm in PVC,9mm in wood (Width) 

and 43mm(Thickness)

Bottom : 20mm in PVC,9mm in wood 

(Width) and 43mm(Thickness)

Bottom :20mm in PVC,9mm in wood 

(Width) and 43mm(Thickness)

Colour and Finish
Gloss:  30-40/Film Thickness: (UM): Primer 

5/Topcoat 20

Gloss:  30-40/Film Thickness: (UM): 

Primer 5/Topcoat 20

Gloss:  30-40/Film Thickness: (UM): 

Primer 5/Topcoat 20

LOCK  BLOCK LOCK  BLOCK LOCK  BLOCK

Width &Thickness 76mm (Width) and 43mm (Thickness) 76mm (Width) and 43mm (Thickness) 76mm (Width) and 43mm (Thickness) 

Height 406mm 406mm 406mm 

Preparation for hinges with Detailed Drawings 

SUPPILERS FABRICATION 

PREPARATION

SUPPILERS FABRICATION 

PREPARATION

SUPPILERS FABRICATION 

PREPARATION

OPTION 1
Prepared for three (3) 4" hinges. Positioning  

from the top:   6 1/2"- 37 1/2"- 68 1/2"

Prepared for three (3) 4" hinges. 

Positioning  from the top:   6 1/2"- 37 

1/2"- 68 1/2"

Prepared for four (4) 4"hinges. 

Positioning from the top:   6 1/2"- 32 

1/2"-58 1/2"- 84" 1/2"

OPTION 2 Side lite: No preparation for hinges Sidelites: No preparation for hinges Sidelites: No preparation for hinges

Handle boring with Detailed Drawings 

OPTION 1 No bore for main door or side lite No bore for main door or sidelite No bore for main door or sidelite 

OPTION 2 Backset: 2 3/8" or 2 3/4" (must be specified)
Backset: 2 3/8" or 2 3/4" (must be 

specified)

Backset: 2 3/8" or 2 3/4" (must be 

specified)

OPTION 3 Face bore center line is 33 1/8" from bottom
Face bore center line is 33 1/8" from 

bottom

Face bore centre line is 33 1/8" from 

bottom

OPTION 4

OPTION 5

WARRANTY

Door Slab Slab structure:  5 years guarantee, no deformation in temperature between -18  to 50  without any outside force.

Paint Finish Slab color: 2 years guarantee, within 10% color variation in normal environment (dry and no-corrosion conditions).



STEEL DOOR SPECIFICATIONS

Specifications Steel Door

Overall Thickness м  оκпέ

Standard Height тфέ уоέ фрέ

Standard Steel Gauge 24 Gauge Steel with 
40Kg/M2 in the 

surround,35Kg in the 
centre

24 Gauge Steel with 
40Kg/M2 in the 

surround, 35Kg/M2 in 
the Centre

24 Gauge Steel with 
40Kg/M2 in the 

surround,35Kg/M2 in the 
center

Hot Dipped 
Galvanaized

G-40 G-40 G-40

Finish and Colour Polytex, Blue White Polytex , Blue White Polytex, Blue White



STEEL PANEL DESIGN DETAILS



6’8” TGS-01 6’8” TGS-02



6’8” TGS-04 6’8” TGS-05



6’8” TGS-06 6’8” TGS-08



6’8” TGS-09

6’8” TGS-10



6’8” TGS-126”8” TGS-11



6’8” TGS-14 6’8” TGS-15



6’8” TGS-20 6’8” TGS-23



6’8” TGS-24 6’8” TGS-25



6’8” TGS-26 6’8” TGS-27



6’8” TGS-28 6’8” TGS-29



сΩуέ ¢D{-30 сΩуέ ¢D{-35



сΩуέ ¢D{-34-1

сΩуέ ¢D{-34



6’8” TGS-42



STEEL DOOR PACKAGING

Á Tycoon door panels are wrapped in poly sheet with 
cardboard & edge protectors and strapped together on 
skids 

Á Packed with 25 Steel panels per skid 

Although 50 panels per skid is available upon request.

Á A self-adhesive plastic film covers each door slab

Á There are roughly 300-350 panels per 20-foot container.

Dependent on size mix

Á There are roughly 600ς700 panels per 40-foot container.

Dependent on size mix



64 Jardin Drive Suite 3E, Concord, ON L4K 3P3                Phone: (647) 341-3702             Office: (905) 761-1060           Email: mitra@tycoonglobal.ca

www.tycoonglobaltrading.com

Tycoon Global  was established in 2014. At TGT, we have 
created a smooth, streamlined and more efficient process 
to provide the highest quality our customers expect. This 
results in added value to our products at a lower cost, 
enabling our customers to earn a higher return from their 
end users. This is our mission, and we are passionate about 
it. Our ĦŸůƓċŰǃќƚ name, љÑǃĦŸŸŰњЯ stems from the TAIKUN, a 
Japanese term of љÉƨƓƖĲůĲ 9ŸůůċŰĬĲƖњ and љĤƨƚŔŰĲƚƚ 
ůċŊŰĲƣњ. Through inspiration, innovation and discipline, 
Tycoon Global Trading provides customers around the world 
with the highest standards and quality.
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